Charge de rupture| Charge d:::::;“ Par le calcul ::;Ti;n;;:ﬁ:::ir::: Pas E'::::;::' Axes @ | Douilles @ R?::::" R:::::’ Rouleaux Type D Plaques Poids

Lo st FB min. e A & ks B P b, 4, d4 d d d & b, by a8, hy h, ha
N) N) (mm?) (N/mm?) (mm) (mm) | (mm) (mm) (mm) (mm) (mm) (mm) (mm) | (mm) (mm) (mm) {mm) | (mm) kg/m |

FV112A63 112.000 18.700 672 6 278 63 30,0 16,0 220 315 36,0 6,0 400 a0
FV112B63 112.000 18.700 672 6 278 63 30,0 160 320 315 360 60 400 78
FV112A80 112.000 18.700 672 6 278 20 30,0 16,0 220 315 360 6,0 400 67
FV112B80 112.000 18.700 672 6 278 20 300 16,0 320 315 360 6.0 400 77
FV112C80 112,000 18.700 672 6 278 80 300 16,0 550 315 360 6.0 400 12,0
FV112D80 112.000 18.700 672 6 278 80 300 16,0 720 7.0 315 360 60 400 17,5
FV112E80 112.000 18.700 672 6 27.8 80 300 16,0 550 31,5 360 60 50,0 30,0 13,8
FV112A100 112.000 18.700 672 6 278 100 30,0 160 220 315 360 6.0 400 62
FV112B100 112.000 18.700 672 6 278 100 300 160 320 35 360 6,0 400 71
FV112C100 112.000 18.700 672 6 278 100 300 160 550 315 360 6,0 400 106
FV112D100 112.000 18.700 672 6 278 100 300 16,0 72,0 a7.0 31,5 36,0 6,0 40,0 153
FV112E100 112.000 18.700 672 6 278 100 30,0 16,0 55,0 31,5 36,0 6,0 50,0 30,0 12,3
FV112A125 112.000 18.700 672 6 278 125 30,0 160 220 315 360 6,0 400 57
FV112B125 112.000 18.700 672 6 278 125 30,0 160 320 315 360 6,0 400 64
FV112C125 112.000 18.700 672 6 278 125 300 16,0 550 315 360 6,0 400 92
FV112D125 112.000 18.700 672 6 278 125 300 16,0 720 87.0 315 360 6.0 400 130
FV112E125 112.000 18.700 672 6 278 125 300 160 550 315 36,0 60 50,0 30,0 108
FV112A160 112.000 18.700 672 6 278 160 30,0 160 220 315 360 6.0 400 53
FV112B160 112.000 18.700 672 6 278 160 30,0 160 320 315 360 6.0 400 59
FV112C160 112.000 18.700 672 6 278 160 30,0 160 550 35 360 60 400 80
FV112D160 112.000 18.700 672 6 278 160 300 160 720 87,0 315 360 60 400 11,0
FV112E160 112,000 18.700 672 6 278 160 30,0 160 550 315 360 60 50,0 300 94
FV112A200 112.000 18.700 672 6 278 200 30,0 160 220 315 360 60 400 50
FV112B200 112.000 18.700 672 6 278 200 30,0 160 320 315 360 6,0 400 55
FV112C200 112.000 18.700 672 6 278 200 30,0 160 550 315 360 6,0 40,0 73
FV112D200 112.000 18.700 672 6 278 200 30,0 16,0 720 87,0 315 360 6,0 400 91
FV112A250 112.000 18.700 672 6 27.8 250 300 16,0 220 315 36,0 6,0 400 47
FV112B250 112.000 18.700 672 6 278 250 30,0 160 320 315 360 6.0 400 51
FV112C250 112.000 18.700 672 6 278 250 30,0 160 550 315 360 60 400 65
FV112D250 112.000 18.700 672 6 278 250 30,0 160 720 87.0 315 360 6.0 400 80

Wir machen lhre Kettenanwendungen profitabler.




