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Pression spécifique

[Entreplague]

Rouleaux

Rouleaux

Charge de rupture| Charge darticulation Par le calcul S Pas o mallon Axes @ Douilles @ Type B TypeC Rouleaux Type D Plaques Poids
Réf. article B min. admissible a ks pi P b, d, d, dy dy dg d, b, b, s/s, h, h; h;
(N) (N) (mm?) (N/mm?) (mm) (mm) mm) {mm) (mm) (mm) (mm| (mm) mm) (mm (mm) | (mm) (mm) (mm) | kog/m

FV140A100 140.000 23.400 846 6 277 100 350 180 26,0 340 40,0 6,0 45,0 76
FV140B100 140.000 23.400 846 6 277 100 350 180 36,0 340 40,0 6,0 45,0 89
Fv140C100 140.000 23.400 846 6 277 100 350 180 60,0 340 40,0 6,0 45,0 135
FV140D100 140.000 23.400 846 6 277 100 350 180 80,0 950 340 40,0 6,0 45,0 202
FV140E100 140.000 23.400 846 6 277 100 350 180 60,0 340 40,0 6,0 60,0 375 159
FV140A125 140.000 23.400 846 6 277 125 350 18,0 26,0 340 400 60 45,0 69
FV140B125 140.000 23.400 846 6 277 125 350 18,0 360 340 400 6,0 45,0 79
Fv140C125 140.000 23.400 846 6 277 125 350 18,0 60,0 340 400 6,0 45,0 1.7
Fv1400125 140.000 23.400 846 6 27,7 125 350 180 80,0 950 34,0 40,0 6,0 45,0 170
FV140E125 140.000 23.400 846 6 27,7 125 350 180 60,0 34,0 40,0 6,0 60,0 375 139
FV140A160 140.000 23.400 846 6 277 160 350 180 26,0 340 40,0 6,0 450 64
FV140B160 140.000 23.400 846 6 277 160 350 180 360 340 40,0 6,0 45,0 71
FV140C160 140.000 23.400 846 6 277 160 350 18,0 60,0 340 40,0 6,0 45,0 100
FV140D160 140.000 23.400 846 6 277 160 350 180 80,0 95,0 340 40,0 6,0 45,0 142
FV140E160 140.000 23.400 846 6 277 160 350 180 60,0 340 40,0 6,0 60,0 375 121
FV140A200 140.000 23.400 846 6 277 200 350 180 26,0 340 400 6,0 450 59
FV140B200 140.000 23.400 846 6 277 200 350 180 36,0 340 400 6,0 450 66
FV140C200 140.000 23.400 846 ] 277 200 350 180 60,0 340 400 6,0 450 89
FV140D200 140.000 23.400 846 ] 277 200 350 180 800 950 340 400 6,0 450 122
FV140E200 140.000 23.400 846 6 277 200 350 180 60,0 340 400 6,0 60,0 375 108
FV140A250 140.000 23.400 846 6 277 250 350 180 26,0 340 400 6,0 450 55
FV140B250 140.000 23.400 846 6 27,7 250 350 180 36,0 34,0 40,0 6,0 450 60
FY140C250 140.000 23.400 846 6 27,7 250 350 180 60,0 34,0 40,0 6,0 45,0 79
FV140D250 140.000 23.400 846 6 27,7 250 350 180 80,0 950 34,0 40,0 6,0 450 100
FV140E250 140.000 23.400 846 6 27,7 250 350 180 60,0 340 40,0 6,0 60,0 375 125
FV140A315 140.000 23.400 B46 [ 277 315 350 180 26,0 340 40,0 6,0 45,0 53
FV1408315 140,000 23.400 846 6 277 315 350 180 36,0 340 40,0 6,0 450 57
FV140C315 140.000 23.400 B46 6 277 315 350 180 60,0 340 40,0 6,0 45,0 73
FV140D315 140.000 23.400 846 6 277 315 350 180 80,0 95,0 340 40,0 6,0 45,0 83
FV140HTH 180.000 23.400 846 8 277

Wir machen lhre Kettenanwendungen profitabler.




